AGENDA
City of Hapeville
3468 North Fulton Avenue
Hapeville, Georgia 30354

Design Review Committee
June 19, 2019
6:00 PM
1. Welcome And Introduction
2. Approval Of Minutes
2.I. Design Review Committee Minutes: May 15, 2019
Documents:
DRC MINUTES MAY 15, 2019.PDF
3. Tia Muse/Brooke Fortenberry 3303 North Whitney Avenue
Ms. Tia Muse and Ms. Brooke Fortenberry has submitted an application seeking approval of
plans to add solar panels to the roof of the existing single-family dwelling at 3303 North
Whitney Avenue. The property is zoned R-1, One Family Detached.

Documents:
3303 NORTH WHITNEY AVENUE DRC APP.PDF
4. Tia Muse/Brooke Fortenberry 3341 North Whitney Avenue
Ms. Tia Muse and Ms. Brooke Fortenberry has submitted an application seeking approval of
plans to add solar panels to the roof of the existing single-family dwelling at 3341 North
Whitney Avenue. The property is zoned R-1, One Family Detached.

Documents:
3341 NORTH WHITNEY AVENUE DRC APP.PDF
5. Tia Muse/Brooke Fortenberry 3377 Lavista Drive
Ms. Tia Muse and Ms. Brooke Fortenberry has submitted an application seeking approval of
plans to add solar panels to the roof of the existing single-family dwelling at 3377 Lavista
Drive. The property is zoned R-1, One Family Detached.

Documents:
3377 LAVISTA DRIVE DRC APP.PDF
6. Casey Busch 600 South Central Avenue
Casey Busch has submitted an application seeking approval of plans to add solar panels to
the roof of the existing building at 600 South Central Avenue. The property is zoned RMU,
Residential Mixed Use.

3377 LAVISTA DRIVE DRC APP.PDF
6. Casey Busch 600 South Central Avenue
Casey Busch has submitted an application seeking approval of plans to add solar panels to
the roof of the existing building at 600 South Central Avenue. The property is zoned RMU,
Residential Mixed Use.

Documents:
600 SOUTH CENTRAL AVENUE DRC APP.PDF
7. Paula Smith 3365 Northside Drive
Ms. Paula Smith has submitted an application seeking approval of plans to construct a new
3,548-square foot single family dwelling with an attached garage at 3365 Northside Drive. The
property is zoned R-0, One Family Residential.

Documents:
3365 NORTHSIDE DRIVE DRC APP.PDF
8. Michael Miles 831 Custer Street
Mr. Michael Miles has submitted an application seeking approval of plans to remodel the
exterior of the existing 1,800-square foot single family dwelling at 831 Custer Street. The
property is zoned R-SF, Residential Single Family.

Documents:
831 CUSTER STREET DRC APP.PDF
9. Old Business
Miller Lowry Developments

Item Was Tabled @ the May 15 th DRC Meeting

Miller Lowry Developments has submitted an application seeking approval of plans to
construct a new project consisting of townhomes and commercial space situated between
South Central Avenue, Colville Avenue and Willingham Drive. The property is zoned V, Village
and is within the A-D, Arts District Overlay.

Documents:
VILLAGE WALK HAPEVILLE.PDF
10. Next Scheduled Meeting - Wednesday, July 17, 2019
11. Adjourn

Design Review Committee
Meeting Minutes
May 15, 2019
I. Call to Order
Jonathan Love called to order the regular meeting of the Design Review Committee
at 6:09 PM on May 15, 2019 in the Hapeville City Hall Conference Room.
II. Roll Call
Jonathan Love (Chairman) conducted a roll call. The following persons were present
Rick Ferrero, John Stalvey (acting secretary) and Planner’s Lynn Patterson and
Michael Smith (non-voting).
III. Approval of Minutes
John Stalvey made a motion to approve the minutes from April 19, 2019. Rick Ferrero
seconded, motion passed 3-0
IV. Applications
a) 232 Birch Street – Mariano Alvarado and Alexander Tapia attending
Rick Ferrero made a motion to approve the application with the following
condition:
1. Top and bottom rail material and size must be compliant with
requirements and must be painted or stained
John Stalvey seconded, motion passed 3-0
b) 632 South Central Avenue – Bianca Howard attending
Jonathan Love made a motion to approve the application with the
condition that the paint meets standards identified in the Planner’s Report
and will include a topcoat or varnish that will guarantee a 5-year lifespan
Rick Ferrero seconded, motion passed 3-0
c) 3418 Dogwood Drive – Bianca Howard attending
Jonathan Love made a motion to approve the application with the
condition that the paint meets the requirements identified in the Planner’s
Report, will include a topcoat or varnish that will guarantee a 5-year
lifespan and that size requirements for the text portion of the mural
doesn’t exceed maximum size requirements
John Stalvey seconded, motion passed 3-0

d) 3472 Rainey Avenue – Tony McSwain attending
John Stalvey made a motion to approve the application with the
following conditions:
1. Convert master bath area from 2’ to a 1’ offset and use board and
batten on the exterior instead of stucco (reference home at 3388
Colville Avenue)
2. Chimney will stack and go to grade; Chimney height must meet
requirements
3. Light to be located at front door
4. Roof shingle information must be provided and meet standards
5. Must include building numbers on plan
6. Gutter and downspout material must be provided and meet
standards
7. Any exposed slab must have mock foundation
8. Add window to dining room area
9. Provide specifications on windows and must meet standards; glass
must be recessed from façade
Design Exceptions:
10. A design exception will be made to allow PVC columns
11. An exception to be given to the porch width requirement; due to
width of home and lot a driveway would not fit if porch extended
further
12. A design exception given to allow for windowsill height less than
30”
Jonathan Love seconded, motion passed 3-0
e) Village Walk @ Hapeville – Scott Johnson and Trey Baltz attending
The site will eventually be subdivided and will be partial residential and
partial commercial. As such, the residential and commercial will be split
and include different standards and separate votes.
Residential
Jonathan Love made a motion to table the vote until such time that the
applicant can correct several items on the plan to include the following:
1. The façade and roof form of the townhomes cannot be mirrored or
repeating; it is suggested to add offsets in the units (no more than 3
per offset)
2. Mechanical features must be included and show screening
3. No GBG windows to be used; must provide window and window
trim dimensions
4. Plans must include building numbers and a light next to the doors
5. Provide roof shingle warranty information that must meet standards
6. Roof overhang will be a minimum of 12” beyond façade

7. Provide a landscape plan that shows sidewalk connecting units to
commercial area and each unit to the sidewalk to meet ADA
requirements. Landscape plan must include details of the wall and
screening to be used along the Central Avenue portion of the
property
Design Exceptions:
8. A design exception will be provided to allow 26’ width on driveway
at request of Fire Marshal
Rick Ferrero seconded, motion passed 3-0
Commercial
Jonathan Love made a motion to table the vote until applicant can
update items on the plan to include the following:
1. Building heights must be at least 24’ tall
2. Provide building numbers on plan
3. Must include information on material and look of proposed
screening wall along Central Avenue
4. Upgrade landscape plan to include street trees
5. Sidewalk shown on landscape plan must wrap from Colville side to
rear parking area
6. Provide plans to include mechanical features and screening
7. Provide height and material of dumpster screening for all
dumpsters
8. Provide pedestrian scale streetlights
9. Awnings must have square aluminum tubing frame
10. Commercial properties must use full depth brick
Design Exceptions:
11. Exception to allow for 5’ sidewalk along Colville Avenue to allow for
6’ width in parking area for safety concerns
12. An exception to not require hardscape along Colville Avenue
frontage to allow for more plantings and maintain the park like feel
that is desired
13. A design exception will be given to allow for a 26’ driveway at the
request of the Fire Marshal
Rick Ferrero seconded, motion passed 3-0
V. New Business
None
VI. Next Scheduled Meeting is Wednesday, June 19, 2019 at 6:00 PM

VII. Adjournment
Jonathan Love made a motion to adjourn, John Stalvey seconded.
Motion passed 3-0
Minutes submitted by:

John Stalvey, Acting Secretary

Minutes approved by:
Jonathan Love, Chairman

DEPARTMENT OF PLANNING AND ZONING
PLANNER’S REPORT
DATE:
TO:
FROM:
RE:

June 5, 2019
Tonya Hutson
Lynn Patterson
Design Review – 3303 North Whitney Avenue

BACKGROUND
The City of Hapeville has received a Design Review Application from Tia Muse and Brooke Fortenberry for the
addition of solar panels to the roof of the existing building at 3303 North Whitney Avenue.
The property is zoned R-1, One-Family Detached, and is subject to the Neighborhood Conservation Area of the
Architectural Design Standards.
CODE
(e)

Roof and chimney standards.
1.

Principal building roofs for one-family detached dwellings shall have a minimum usable life of thirty
(30) years, per manufacturer's warranty.

2.

Roof shingles shall be slate, cedar, or asphalt.

3.

Roof tiles shall be clay, terra cotta or concrete.

4.

Metal roofs are:
a.

Permitted on one-family and two-family detached dwellings if approved by the design review
committee; and

b.

Permitted on multifamily and townhouse dwellings only when screened from the adjacent
street by a parapet wall.

5.

Gutters shall be copper, aluminum or galvanized steel.

6.

Downspouts shall match gutters in material and finish.

7.

Roof forms shall be based on architectural style.

8.

All roofs, excluding dormers, shall overhang a minimum of 12 inches beyond the facade.

9.

Dormers are permitted on all style homes (unless specified), but shall not be taller than the main roof
to which they are attached.

10.

Chimneys exposed to the public view may not be faced in wood or cement based siding and may
not be of an exposed metal or ceramic pipe. All chimneys shall be wrapped in a brick, stone or
suitable masonry finish material.

11.

Chimneys on exterior building walls shall begin at grade.

12.

Chimneys shall begin at grade and be faced with brick or stacked stone; extend chimneys between
three and six feet above the roof line.

2

FINDINGS
The Architectural Design Standards do not provide guidance for the installation of roof-mounted solar panels. As
solar panels are not directly allowed by the code, a Design Exception would be required.

DEPARTMENT OF PLANNING AND ZONING
PLANNER’S REPORT
DATE:
TO:
FROM:
RE:

June 5, 2019
Tonya Hutson
Lynn Patterson
Design Review – 3341 North Whitney Avenue

BACKGROUND
The City of Hapeville has received a Design Review Application from Tia Muse and Brooke Fortenberry for the
addition of solar panels to the roof of the existing building at 3341 North Whitney Avenue.
The property is zoned R-1, One-Family Detached, and is subject to the Neighborhood Conservation Area of the
Architectural Design Standards.
CODE
(e)

Roof and chimney standards.
1.

Principal building roofs for one-family detached dwellings shall have a minimum usable life of thirty
(30) years, per manufacturer's warranty.

2.

Roof shingles shall be slate, cedar, or asphalt.

3.

Roof tiles shall be clay, terra cotta or concrete.

4.

Metal roofs are:
a.

Permitted on one-family and two-family detached dwellings if approved by the design review
committee; and

b.

Permitted on multifamily and townhouse dwellings only when screened from the adjacent
street by a parapet wall.

5.

Gutters shall be copper, aluminum or galvanized steel.

6.

Downspouts shall match gutters in material and finish.

7.

Roof forms shall be based on architectural style.

8.

All roofs, excluding dormers, shall overhang a minimum of 12 inches beyond the facade.

9.

Dormers are permitted on all style homes (unless specified), but shall not be taller than the main roof
to which they are attached.

10.

Chimneys exposed to the public view may not be faced in wood or cement based siding and may
not be of an exposed metal or ceramic pipe. All chimneys shall be wrapped in a brick, stone or
suitable masonry finish material.

11.

Chimneys on exterior building walls shall begin at grade.

12.

Chimneys shall begin at grade and be faced with brick or stacked stone; extend chimneys between
three and six feet above the roof line.

2

FINDINGS
The Architectural Design Standards do not provide guidance for the installation of roof-mounted solar panels. As
solar panels are not directly allowed by the code, a Design Exception would be required.

DEPARTMENT OF PLANNING AND ZONING
PLANNER’S REPORT
DATE:
TO:
FROM:
RE:

June 5, 2019
Tonya Hutson
Lynn Patterson
Design Review – 3377 La Vista Drive

BACKGROUND
The City of Hapeville has received a Design Review Application from Tia Muse and Brooke Fortenberry for the
addition of solar panels to the roof of the existing building at 3377 La Vista Drive.
The property is zoned R-1, One-Family Detached, and is subject to the Neighborhood Conservation Area, Subarea E,
of the Architectural Design Standards.
CODE
(e)

Roof and chimney standards.
1.

Principal building roofs for one-family detached dwellings shall have a minimum usable life of thirty
(30) years, per manufacturer's warranty.

2.

Roof shingles shall be slate, cedar, or asphalt.

3.

Roof tiles shall be clay, terra cotta or concrete.

4.

Metal roofs are:
a.

Permitted on one-family and two-family detached dwellings if approved by the design review
committee; and

b.

Permitted on multifamily and townhouse dwellings only when screened from the adjacent
street by a parapet wall.

5.

Gutters shall be copper, aluminum or galvanized steel.

6.

Downspouts shall match gutters in material and finish.

7.

Roof forms shall be based on architectural style.

8.

All roofs, excluding dormers, shall overhang a minimum of 12 inches beyond the facade.

9.

Dormers are permitted on all style homes (unless specified), but shall not be taller than the main roof
to which they are attached.

10.

Chimneys exposed to the public view may not be faced in wood or cement based siding and may
not be of an exposed metal or ceramic pipe. All chimneys shall be wrapped in a brick, stone or
suitable masonry finish material.

11.

Chimneys on exterior building walls shall begin at grade.

12.

Chimneys shall begin at grade and be faced with brick or stacked stone; extend chimneys between
three and six feet above the roof line.

2

FINDINGS
The Architectural Design Standards do not provide guidance for the installation of roof-mounted solar panels. As
solar panels are not directly allowed by the code, a Design Exception would be required.

DEPARTMENT OF PLANNING AND ZONING
PLANNER’S REPORT
DATE:
TO:
FROM:
RE:

June 4, 2019
Tonya Hutson
Lynn Patterson
Design Review – 600 South Central Avenue

BACKGROUND
The City of Hapeville has received a Design Review Application from Casey Montana Busch for the addition of solar
panels to the roof of the existing building at 600 South Central Avenue.
The property is zoned RMU, Residential Mixed-Use, and is subject to the Commercial/Mixed-Use Area, Subarea B,
of the Architectural Design Standards.
CODE
Sec. 81-1-6. - Commercial/mixed-use area.
(f)

Roof and chimney standards.
1.

Principal building roofs for one-family detached dwellings shall have a minimum usable life of 30
years, per manufacturer's warranty.

2.

Roof shingles shall be slate, cedar, or asphalt.

3.

Roof tiles shall be clay, terra cotta or concrete.

4.

Street-facing gutters shall be copper, aluminum or galvanized steel.

5.

Downspouts shall match gutters in material and finish.

6.

Metal flashing, where utilized, shall be copper or factory-finished sheet metal and shall be of a color
that blends with other building materials.

7.

Chimneys visible from a public right-of-way shall not be faced in wood or fiber cement siding and
shall not be a metal or ceramic pipe. Chimneys shall be wrapped in a full-depth brick, stone or
masonry finish material.

8.

Chimneys located on an exterior building wall shall begin at grade.

9.

Flat roofs shall be permitted.

10. Buildings with sloped roofs not completely screened from the adjacent street by a parapet shall have
a pitch between 4:12 and 12:12. Mansard roofs are prohibited. Pitched-roof materials are limited to
roof shingles, natural slate, wood shake, factory-finished sheet metal, and terra cotta tile, unless
determined to be historically appropriate by the planning and zoning manager.
11. Roof-mounted lights and flagpoles are prohibited. Roof-mounted satellite dishes or
telecommunication devices shall be screened from public view and shall blend with the background
of the building as practical.

2
12. In subarea A roof lines shall appear flat from the adjacent street and roof structures shall be vertically
screened by a parapet wall.

FINDINGS
The Architectural Design Standards do not provide guidance for the installation of roof-mounted solar panels. As
solar panels are not directly allowed by the code, a Design Exception would be required.
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PLANNING AND ZONING DEPARTMENT
PLANNER'S REPORT
DATE:

June 5, 2019

TO:

Tonya Hutson

FROM:

Lynn M. Patterson

Key:
Compliant:

Design Review - 3365 Northside Drive

RE:

P

Not Compliant:

O

Incomplete:

N

Not Applicable:

X

BACKGROUND
The City of Hapeville has received a design review application from Paula Smith to construct a 1.5 story single-family dwelling with an attached garage at 3365
Northside Drive. The dwelling will have 3,548 SF of finished heated floor area with an additional 525 SF of unfinished space available. It will include four
bedrooms and three and a half bathrooms, with an optional unfinished fifth bedroom.
The property is zoned R-0, One-Family Residential, and is subject to the Neighborhood Conservation Area, Subarea D, of the Architectural Design Standards.

CODE
SEC. 81-1-7. NEIGHBORHOOD CONSERVATION AREA
Based on goals established in this chapter, the following standards are required in the neighborhood conservation area identified in section 81-1-3. This
includes two subareas: subarea D and subarea E. All of the standards contained in this section shall apply to all development in all subareas. Subarea
requirements are found within the applicable subsection.
This section shall govern subarea C of the commercial/mixed-use area. It may also govern one-family detached dwellings and two-family dwellings in the
commercial/mixed-use area, provided that the section is applied in its entirety.

(a)
P
P
P
P

Site development standards
Comp Except where indicated, setbacks shall be established by zoning.
On corner lots the principal building shall be located adjacent to the street intersection, subject to setback or build-to line requirements of
N/A zoning.
Select Minimum building heights shall be established by zoning.
N/A Within subareas D and E maximum building heights shall be as established by zoning, except that:
Where this chapter provides a more-stringent standard as compared to the zoning code, the more-stringent standard shall prevail.
The only exception to this shall be a use grandfathered under the zoning code.
Portions of buildings equal to or less than five feet from a side or rear lot line shall be limited in height to the greater of 16 feet.
Portions of buildings between five and ten feet of a side or rear lot line shall be limited in height to the greater of 25 feet.

X
P
O

Portions of buildings ten feet or greater from a side or rear lot line shall be limited in height to 35 feet.
P
ompletOutside of subareas D and E maximum building heights shall be as established by zoning.
Select All buildings shall provide first-story occupiable space, for the first ten feet of building depth along the enfronting facade.
Comp Sidewalks shall be located along all public and private streets. Sidewalks shall consist of two areas: a landscape area and a clear area.
O

Developments less than one acre shall provide a minimum one-foot landscape zone and a minimum four-foot clear zone.
Development of one acre or more shall provide a minimum two-foot landscape zone and a minimum five-foot clear zone.
The above notwithstanding, multifamily developments and all developments along Dogwood Drive shall provide a minimum five-foot
landscape zone and a minimum six-foot clear zone.

STAFF COMMENT:

The plans should include a new sidewalk on each enfronting street, with a minimum 1' landscape zone and 4' clear zone.
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(b)

Supplemental Area and Fence Standards
Developments shall locate landscape supplemental areas adjacent to first-story residential uses and place a minimum of one tree every 50 feet
O
ompletin the supplemental area. See list of allowed trees in section 93-2-14 .
X
X

N/A Chain link fencing is not permitted in areas visible from a public right-of-way.
On all lots a fence, wall, curb or hedge between six and 48 inches in height is encouraged at the back of the required sidewalk, except at
N/A openings to access steps, drives or pedestrian walkways.
Fences adjacent to the street shall be picket-wood, stone, composite materials or ornamental metal, with the finished side facing the street.

X

N/A

X
X

N/A Retaining walls adjacent to the required sidewalk shall not exceed 32 inches in height unless required by topography.
N/A All street-facing walls shall be faced with stone, brick, or smooth stucco.

X

N/A Small planting between retaining walls and the required sidewalk are encouraged and should have a minimum width of six inches.

STAFF COMMENT:

(c)

A minimum of one tree is required every 50' in the supplemental area. The application should be revised to ensure at least one
tree is located every 50’ along both Northside Drive and Old Jonesboro Road frontages.

Utility Standards
Mechanical features shall not be located in the supplemental area or front yard and shall be screened from view from any park or along any
N
Comp public right-of-way with planting, walls or fences of equal or greater height. Acceptable materials for screening shall include those materials
found in subsection (f)1., provided they are compatible with the principal structure.
X
X
O
X

When located on rooftops, mechanical features shall be incorporated in the design of the building and screened with materials similar to the
N/A building.
N/A Street lights may be provided by the developer in an effort to maintain a safe, walkable and well-lit public area throughout the city; pedestrianompletAll developments shall provide a light at the front door. Lighting designed to illuminate the path to the front door is allowed. Spotlighting may
Select Trees shall not be planted directly above storm drains.

STAFF COMMENT:

(d)
O

The Applicant should clarify how the mechanical features on the west side of the dwelling will be screened.
A light at the front door should be included in plans.

Parking and Traffic Standards
Comp One-family detached dwellings and two-family dwellings shall meet the following requirements:
Driveways shall have a minimum width of nine feet and a maximum width of 15 feet.
O
Circular drives are permitted.
A grass strip in the middle of driveways is encouraged.

X

N/A All other buildings shall meet the following requirements:
Parcels are permitted a maximum of one driveway curb cut per street. In cases where a property abuts multiple streets the total
number of curb cuts or portions thereof may be allocated to a single street.
Driveways shall have a maximum width of 12 feet for one-way and 24 feet for two-way.
Two curb cuts serving two one-way driveways shall be counted as one curb cut.
Public or private alleys, or driveway providing vehicular access to two or more parcels shall not constitute a curb cut.
New public streets shall not count as curb cuts.
Parcels are permitted a maximum of one driveway curb cut per street frontage. In cases where a property abuts multiple streets the
total number of curb cuts or portions thereof may be allocated to a single street.

X

N/A Carports are only permitted subject to the following requirements:
Carports shall be located in the rear or side yard, but shall not be visible from a public right-of-way.
Carport roofs shall be supported by columns with a minimum width and depth of eight inches.
The base of carport columns shall be faced in stacked brick or stacked stone to a minimum height of three feet above grade.

X
X

On-site parking shall be prohibited in the supplemental areas. This shall not be interpreted as restricting on-street parking located along a
N/A public street.
ompletGarage access on single-family lots shall be prohibited in the front yard of the home.

STAFF COMMENT:
(e)

The driveway is 15' wide at the curb but expands towards the garage, which is not compliant.

Roof and Chimney Standards
Principal building roofs for one-family detached dwellings shall have a minimum usable life of thirty (30) years, per manufacturer's warranty.
N
omplet
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P
X

Comp Roof shingles shall be slate, cedar, or asphalt.
N/A Roof tiles shall be clay, terra cotta or concrete.

X

Select Metal roofs are:
Allowed on one-family and two-family detached dwellings;

N

Comp Gutters shall be copper, aluminum or galvanized steel.
Comp Downspouts shall match gutters in material and finish.

Permitted on multifamily and townhouse dwellings only when screened form the adjacent street by a parapet wall.
N
X
P
X
X
X
X

ompletRoof forms shall be based on architectural style.
Comp All roofs, excluding dormers, shall overhang a minimum of 12 inches beyond the facade.
Comp Dormers are permitted on all style homes (unless specified), but shall not be taller than the main roof to which they are attached.
Chimneys exposed to the public view may not be faced in wood or cement based siding and may not be of an exposed metal or ceramic pipe.
N/A All chimneys shall be wrapped in a brick, stone or suitable masonry finish material.
N/A Chimneys on exterior building walls shall begin at grade.
Chimneys shall begin at grade and be faced with brick or stacked stone; extend chimneys between three and six feet above the roof line.
N/A
The Applicant should ensure the roof shingles have a warranty of at least 30 years and indicate the warranty on the plans.
The Applicant should indicate the material of the gutters and downspouts and show downspouts on the plans.

STAFF COMMENT:

(f)

Street Facing Facade and Style Standards.
P
ompletExterior facade materials shall be limited to:
Full-depth brick;
P
Natural or cast stone;
P

Smooth natural-wood siding and/or cement-based siding;

P

Shake siding;
Painted fish-scale style shingles, but only when used in front gables;
True, smooth hard-coat stucco, provided that its use is limited to gables of Tudor revival-style buildings.

P

ompletExterior building materials shall not be:
Simulated brick veneer, such as Z-Brick;
Exterior insulation and finish systems (EIFS);
Exposed concrete block;
Metal siding or other metal exterior treatment;
Glass curtain walls;
Liquid vinyl;
T-1-11 siding;
Vinyl siding, except that existing one-family detached homes with vinyl siding covering more than 70 percent of the exterior facade
may replace said siding or construct an addition faced in vinyl siding.

P
P
P
P
P

ompletFacade materials shall be combined horizontally, with the heavier below the lighter.
ompletBlank, windowless walls are prohibited along all facades. See subsection 81-1-7(g)11 .
Foundations shall be constructed as a distinct building element that contrasts with facade materials. Foundations that are exposed above the
ompletground, must be parged with cement, stuccoed over or be faced in brick, natural stone, or cast stone.
ompletAll exterior stair risers visible from a street shall be enclosed.
ompletPorches, stoops, and balconies may be located in the front or side yard.

P

Porches, stoops, and balconies along front and side building facades shall not be enclosed with screens, plastics, or other materials that hinder
ompletvisibility and/or natural air flow.

N

Porches, stoops, and balconies shall be made of painted or stained wood, stone, brick, or ornamental metal, subject to the additional
Select restrictions below.

X

Comp elements. The upper element shall measure two [inches] by six inches and the lower element shall measure two [inches] by four inches. The
bottom railing shall measure two [inches] by four inches.

Wooden porches, stoops, and balconies shall provide top and bottom horizontal members on railings. The top railing shall consist of two

P
P
P

ompletFront porches and front stoops of principal buildings shall face and be parallel to the front lot line or build-to line.
Select Porch and stoop foundations shall be enclosed.
Front and side porches and stoops shall not have unpainted, unstained or otherwise untreated or exposed pressure treated lumber along the
Comp building line that abuts a public right-of-way.
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X

O
X
X
X
O
O
X
X
N

Balconies shall have not less than two clear unobstructed open or partially open sides. Partially open is to be constructed as 50 percent open
N/A or more. The total combined length of the open or partially open sides shall exceed 50 percent of the total balcony perimeter.
Stoops and porch[es] shall be a minimum of two feet and a maximum of four feet from grade to the top of the stairs, unless existing
omplettopography is greater.
Comp Stoops shall provide a minimum top landing of four feet by four feet.
ompletStoop stairs and landings shall be of similar width.
ompletStoops may be covered or uncovered.
Select When provided, porches shall have a minimum clear depth of eight feet from building facade to outside face of column.
Select Front porch widths shall be between 80 percent and 100 percent of the adjacent facade.
Select Side porch widths (including wraparound porches) shall be between 25 percent and 100 percent of the adjacent facade.
Select Enfronting porches may have multistory verandas, living space, or balconies above.
Select Porch columns shall be spaced a maximum distance of eight feet on center.

P

Select Front porch columns shall have foundation piers extending to grade.
Select All porches shall be covered.

X

Select

X
X

Select Enfronting balconies shall have a minimum clear depth of four feet.
Select Enfronting balcony widths shall be between 25 percent and 100 percent of the adjacent facade.

X

Select Balconies may be covered or uncovered.

P

Enfronting balconies are only permitted on attached or detached one-family home facades when porches are not provided on said facades.

STAFF COMMENT:

(g)

The Applicant should provide the material used for the porch columns. Porches must be made of painted or stained wood, stone,
brick, or ornamental metal.
House is built on a slab foundation. A design exception is required for a porch built at grade.
The minimum clear depth between the front façade and the outside of the porch columns is 8’. The clear depth is 6’ at its
narrowest, which is not compliant.
Front porch widths must be between 80% and 100% of the adjacent façade. The porch is 70% of the façade, which is not
compliant.
The Applicant should provide the spacing between porch columns, ensuring they are spaced no more than 8’ on center.

Door and window standards.
P
Select The main entry door to enfronting principal buildings shall face, be visible from, and be accessible from the adjacent public sidewalk.
O
Select The main entry door to all uses shall be linked to the sidewalk via a pedestrian walkway or wheelchair access.
O
X
N
N
P
O
X
X

Building numbers at least six inches in height shall be located above or beside the street-facing pedestrian entrance, or above or beside the
Select stairs accessing a front porch.
Select Doors that operate as sliders are prohibited along enfronting facades.
Window panes shall be recessed a minimum of three inches and a maximum of eight inches from the adjacent facade, except on frame
Select houses, on which panes shall be recessed a minimum of two inches.
Where windows lights are utilized they shall be true divided lights, simulated divided lights, or one-over-one lights. Grids-between-glass
Select (GBGs) are prohibited.
Select Window trim shall not be flush with the exterior facade and shall provide a minimum relief of one-quarter inch or greater.
Select Where used, window shutters shall match one-half the width of the window opening.
Select Painted window or door glass is prohibited.
Enfronting windows and door glass (except on churches and fire stations) shall utilize clear glass or tinted glass. Tinted glass shall have a
Select transmittance factor of 50 percent or greater and shall have a visible light reflectance factor of ten or less.

O

Windows shall be provided for a minimum of thirty (30) percent and a maximum of 50 percent of the total street-facing facade of the principal
Select building, with each facade and story calculated independently.

P

Select

O

Wood trim between four and six inches wide shall surround windows of wood frame structures. Windows grouped together shall have center
Select mullions two inches wider than the side trim.

O

Select Sills shall be of masonry, wood, stone, cast stone, or terra cotta.

Street-facing window units shall not exceed 28 square feet with minimum height of three feet, with the exception of transoms and fan lights.
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STAFF COMMENT:

The front door should be linked to the sidewalk/street via a pedestrian walkway.
Building numbers are required and should be shown on plans.
The Applicant should indicate the distance windowpanes are recessed from the adjacent façade, ensuring they are recessed at
least 2”.
The Applicant should ensure divided lights, if used, are not GBGs.
Window shutters must match one-half the width of the window opening.
Windows must enfront for between 30% and 50% of the Old Jonesboro Road facing façade.
The Applicant should ensure the window trim is made of wood.
Windows grouped together must have center mullions two inches wider than the side trim.
Windowsills are required and must be made of masonry, wood, stone, cast stone, or terra cotta.

(h) Detached one-family dwellings/ two-family dwellings . In addition to the requirements of subsections (a) through (g), the following shall apply to
detached one-family dwellings and two-family dwellings.
O

First Stories . First stories shall be elevated above the grade between two and four feet, unless existing topography is greater or unless
Select wheelchair access is desired and cannot be provided from the side or rear.

N

Window Sills. Enfronting first story window sills should be no less than two and one-half feet and no more than three and one-half feet above
Select finished floor elevation.

X

Wheelchair access . Where practical, wheelchair access, when provided, should be installed at the side or rear of the home in order to preserve
N/A the architectural character of the primary facade.

N

Architectural style . Architecture is one of the most critical components of place, and nowhere is this more evident than on building facades.
The design and character of street-facing facades is a reflection of both buildings and their users, and must be carefully considered for its
impact on the overall sense of place.

O

i.No more than one story as measured closest to the primary building line and excluding basements.

P

ii. A building footprint that is rectangular or "L-shaped," with the end of the short leg of the "L" facing a street.

O

iii. Hipped or gabled roofs having gables with a minimum pitch of 15 and a maximum pitch of 35 degrees from horizontal, with
roof lines running parallel to the street.

Ranch homes. Ranch homes shall include:

P
P
P
O

iv. Enclosed roof rafters where roofs overhang. No dormers.
v. Varied, but primarily equal, height windows along a single floor.
vi. A symmetrical or asymmetrical front facade.
vii. No front porch.

STAFF COMMENT:

X

House uses a slab foundation. A design exception is required to allow the first story to be at grade.
The Applicant should ensure windowsills are between 2.5’ and 3.5’ above finished floor elevation.
The design of the house is closest to a ranch, but with craftsman-like elements such as the porch, higher gable pitch and
perpendicular roof lines. As such, it does not conform to the established historical architectural standards.

Outbuildings. In conventional development, outbuildings are often designed and located as an afterthought. Yet in traditional towns and
cities, outbuildings serve to enrich the quality of design through their placement, design and use. In Hapeville, where outbuildings are
provided on many residential lots, their design must be to the same high standards found in the community's neighborhoods.
The following standards shall apply to construction of new outbuildings in residential districts.
i. On lots with one street frontage, set outbuildings back at least 15 feet behind the front facade of the principal building.
ii. On corner lots, outbuildings should be setback at least 15 feet behind the front facade of the principal building and with a setback greater
than or equal to that of the facade along the side lot line.
iii. Outbuilding may be linked to the principal building with covered walks, trellises or enclosed breezeway.
iv. Outbuildings shall be of compatible material and architectural style to the principal building.
v. Outbuildings shall have a minimum height of 14 feet and a maximum height of that of the principal building or 25 feet, whichever is less.
vi. Outbuildings shall be set a minimum of ten feet from any other outbuilding on adjoining lots.

STAFF COMMENT:
RECOMMENDATIONS
Sec. 81-1-5. Applicability

Page 5

Upon review of the information provided by the Applicant, the following items have been found to be missing or deficient and should be addressed prior to
formalizing a recommendation:

The plans should include a new sidewalk on each enfronting street, with a minimum 1' landscape zone and 4' clear zone.
A minimum of one tree is required every 50' in the supplemental area. The application should be revised to ensure at least one tree is located every
50’ along both Northside Drive and Old Jonesboro Road frontages.
The Applicant should clarify how the mechanical features on the west side of the dwelling will be screened.
A light at the front door should be included in plans.
The driveway is 15' wide at the curb but expands towards the garage, which is not compliant.
The Applicant should ensure the roof shingles have a warranty of at least 30 years and indicate the warranty on the plans.
The Applicant should indicate the material of the gutters and downspouts and show downspouts on the plans.
The Applicant should provide the material used for the porch columns. Porches must be made of painted or stained wood, stone, brick, or ornamental
metal.
House is built on a slab foundation. A design exception is required for a porch built at grade.
The minimum clear depth between the front façade and the outside of the porch columns is 8’. The clear depth is 6’ at its narrowest, which is not
compliant.
Front porch widths must be between 80% and 100% of the adjacent façade. The porch is 70% of the façade, which is not compliant.
The Applicant should provide the spacing between porch columns, ensuring they are spaced no more than 8’ on center.
The front door should be linked to the sidewalk/street via a pedestrian walkway.
Building numbers are required and should be shown on plans.
The Applicant should indicate the distance windowpanes are recessed from the adjacent façade, ensuring they are recessed at least 2”.
The Applicant should ensure divided lights, if used, are not GBGs.
Window shutters must match one-half the width of the window opening.
Windows must enfront for between 30% and 50% of the Old Jonesboro Road facing façade.
The Applicant should ensure the window trim is made of wood.
Windows grouped together must have center mullions two inches wider than the side trim.
Windowsills are required and must be made of masonry, wood, stone, cast stone, or terra cotta.
House uses a slab foundation. A design exception is required to allow the first story to be at grade.
The Applicant should ensure windowsills are between 2.5’ and 3.5’ above finished floor elevation.
The design of the house is closest to a ranch, but with craftsman-like elements such as the porch, higher gable pitch and perpendicular roof lines. As
such, it does not conform to the established historical architectural standards.

Once these items are addressed to the satisfaction of Staff and/or the Design Review Committee, the application can be approved.
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PLANNING AND ZONING DEPARTMENT
PLANNER'S REPORT

DATE:

June 13, 2019

TO:

Tonya Hutson

FROM:

Lynn M. Patterson

Key:
Compliant:

Design Review - 831 Custer Street

RE:

P

Not Compliant:

O

Incomplete:

N

Not Applicable:

X

BACKGROUND
The City of Hapeville has received a Design Review application from Michael Miles to remodel the exterior of an existing 1,800 square foot, two-story singlefamily dwelling at 831 Custer Street. The proposed changes include replacement fiber-cement siding, additional windows, the removal of a rear porch, and the
conversion of an enclosed second-story side room to a screened-in porch.
The property is zoned R-SF, Residential Single-Family, and is subject to the Neighborhood Conservation Area of the Architectural Design Standards.

CODE
SEC. 81-1-7. NEIGHBORHOOD CONSERVATION AREA
Based on goals established in this chapter, the following standards are required in the neighborhood conservation area identified in section 81-1-3. This
includes two subareas: subarea D and subarea E. All of the standards contained in this section shall apply to all development in all subareas. Subarea
requirements are found within the applicable subsection.
This section shall govern subarea C of the commercial/mixed-use area. It may also govern one-family detached dwellings and two-family dwellings in the
commercial/mixed-use area, provided that the section is applied in its entirety.

(a)
X
X
X
X

Site development standards
Comp Except where indicated, setbacks shall be established by zoning.
On corner lots the principal building shall be located adjacent to the street intersection, subject to setback or build-to line requirements of
N/A zoning.
Select Minimum building heights shall be established by zoning.
N/A Within subareas D and E maximum building heights shall be as established by zoning, except that:
Where this chapter provides a more-stringent standard as compared to the zoning code, the more-stringent standard shall prevail.
The only exception to this shall be a use grandfathered under the zoning code.
Portions of buildings equal to or less than five feet from a side or rear lot line shall be limited in height to the greater of 16 feet.
Portions of buildings between five and ten feet of a side or rear lot line shall be limited in height to the greater of 25 feet.
Portions of buildings ten feet or greater from a side or rear lot line shall be limited in height to 35 feet.

X
P
O

ompletOutside of subareas D and E maximum building heights shall be as established by zoning.
Select All buildings shall provide first-story occupiable space, for the first ten feet of building depth along the enfronting facade.
Comp Sidewalks shall be located along all public and private streets. Sidewalks shall consist of two areas: a landscape area and a clear area.
O

Developments less than one acre shall provide a minimum one-foot landscape zone and a minimum four-foot clear zone.
Development of one acre or more shall provide a minimum two-foot landscape zone and a minimum five-foot clear zone.
The above notwithstanding, multifamily developments and all developments along Dogwood Drive shall provide a minimum five-foot
landscape zone and a minimum six-foot clear zone.

STAFF COMMENT:

The project is a remodel of an existing structure. Plans do not include changes to placement or height.
The property does not have an existing sidewalk.
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(b)

Supplemental Area and Fence Standards
Developments shall locate landscape supplemental areas adjacent to first-story residential uses and place a minimum of one tree every 50 feet
X
ompletin the supplemental area. See list of allowed trees in section 93-2-14 .
X
X

N/A Chain link fencing is not permitted in areas visible from a public right-of-way.
On all lots a fence, wall, curb or hedge between six and 48 inches in height is encouraged at the back of the required sidewalk, except at
N/A openings to access steps, drives or pedestrian walkways.
Fences adjacent to the street shall be picket-wood, stone, composite materials or ornamental metal, with the finished side facing the street.

X

N/A

X
X

N/A Retaining walls adjacent to the required sidewalk shall not exceed 32 inches in height unless required by topography.
N/A All street-facing walls shall be faced with stone, brick, or smooth stucco.

X

N/A Small planting between retaining walls and the required sidewalk are encouraged and should have a minimum width of six inches.

STAFF COMMENT:
(c)

The scope of the proposed work does not include changes to the supplemental area.

Utility Standards
Mechanical features shall not be located in the supplemental area or front yard and shall be screened from view from any park or along any
X
Comp public right-of-way with planting, walls or fences of equal or greater height. Acceptable materials for screening shall include those materials
found in subsection (f)1., provided they are compatible with the principal structure.
X
X
O
X

When located on rooftops, mechanical features shall be incorporated in the design of the building and screened with materials similar to the
N/A building.
N/A Street lights may be provided by the developer in an effort to maintain a safe, walkable and well-lit public area throughout the city; pedestrianompletAll developments shall provide a light at the front door. Lighting designed to illuminate the path to the front door is allowed. Spotlighting may
Select Trees shall not be planted directly above storm drains.

STAFF COMMENT:

(d)
O

The scope of the proposed work does not include changes to utilities.
The current structure does not have a light at the front door.

Parking and Traffic Standards
Comp One-family detached dwellings and two-family dwellings shall meet the following requirements:
Driveways shall have a minimum width of nine feet and a maximum width of 15 feet.
Circular drives are permitted.
A grass strip in the middle of driveways is encouraged.

X

N/A All other buildings shall meet the following requirements:
Parcels are permitted a maximum of one driveway curb cut per street. In cases where a property abuts multiple streets the total
number of curb cuts or portions thereof may be allocated to a single street.
Driveways shall have a maximum width of 12 feet for one-way and 24 feet for two-way.
Two curb cuts serving two one-way driveways shall be counted as one curb cut.
Public or private alleys, or driveway providing vehicular access to two or more parcels shall not constitute a curb cut.
New public streets shall not count as curb cuts.
Parcels are permitted a maximum of one driveway curb cut per street frontage. In cases where a property abuts multiple streets the
total number of curb cuts or portions thereof may be allocated to a single street.

X

N/A Carports are only permitted subject to the following requirements:
Carports shall be located in the rear or side yard, but shall not be visible from a public right-of-way.
Carport roofs shall be supported by columns with a minimum width and depth of eight inches.
The base of carport columns shall be faced in stacked brick or stacked stone to a minimum height of three feet above grade.
On-site parking shall be prohibited in the supplemental areas. This shall not be interpreted as restricting on-street parking located along a
N/A public street.

O
X

ompletGarage access on single-family lots shall be prohibited in the front yard of the home.

STAFF COMMENT:

(e)

The property does not have a driveway. Access is via a curb cut shared with a neighboring property and parking takes place in the
supplemental area.
The scope of the proposed work does not include changes to the supplemental area or on-site parking.

Roof and Chimney Standards
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X
X
X

Principal building roofs for one-family detached dwellings shall have a minimum usable life of thirty (30) years, per manufacturer's warranty.
omplet
Comp Roof shingles shall be slate, cedar, or asphalt.
N/A Roof tiles shall be clay, terra cotta or concrete.

X

Select Metal roofs are:
Allowed on one-family and two-family detached dwellings;

X

Comp Gutters shall be copper, aluminum or galvanized steel.

X

Comp Downspouts shall match gutters in material and finish.
ompletRoof forms shall be based on architectural style.

Permitted on multifamily and townhouse dwellings only when screened form the adjacent street by a parapet wall.

X
X
X
X
X
X

Comp All roofs, excluding dormers, shall overhang a minimum of 12 inches beyond the facade.
Comp Dormers are permitted on all style homes (unless specified), but shall not be taller than the main roof to which they are attached.
Chimneys exposed to the public view may not be faced in wood or cement based siding and may not be of an exposed metal or ceramic pipe.
N/A All chimneys shall be wrapped in a brick, stone or suitable masonry finish material.
N/A Chimneys on exterior building walls shall begin at grade.
Chimneys shall begin at grade and be faced with brick or stacked stone; extend chimneys between three and six feet above the roof line.
N/A
The scope of the proposed work does not include changes to the roof.

STAFF COMMENT:
(f)

Street Facing Facade and Style Standards.
O
ompletExterior facade materials shall be limited to:
Full-depth brick;
Natural or cast stone;
P

Smooth natural-wood siding and/or cement-based siding;
Shake siding;
Painted fish-scale style shingles, but only when used in front gables;
True, smooth hard-coat stucco, provided that its use is limited to gables of Tudor revival-style buildings.

O

ompletExterior building materials shall not be:
Simulated brick veneer, such as Z-Brick;
Exterior insulation and finish systems (EIFS);
O

Exposed concrete block;
Metal siding or other metal exterior treatment;
Glass curtain walls;
Liquid vinyl;
T-1-11 siding;
Vinyl siding, except that existing one-family detached homes with vinyl siding covering more than 70 percent of the exterior facade
may replace said siding or construct an addition faced in vinyl siding.

P
P
O
N
P

ompletFacade materials shall be combined horizontally, with the heavier below the lighter.
ompletBlank, windowless walls are prohibited along all facades. See subsection 81-1-7(g)11 .
Foundations shall be constructed as a distinct building element that contrasts with facade materials. Foundations that are exposed above the
ompletground, must be parged with cement, stuccoed over or be faced in brick, natural stone, or cast stone.
ompletAll exterior stair risers visible from a street shall be enclosed.
ompletPorches, stoops, and balconies may be located in the front or side yard.

O

Porches, stoops, and balconies along front and side building facades shall not be enclosed with screens, plastics, or other materials that hinder
ompletvisibility and/or natural air flow.

N

Porches, stoops, and balconies shall be made of painted or stained wood, stone, brick, or ornamental metal, subject to the additional
Select restrictions below.

X

Comp elements. The upper element shall measure two [inches] by six inches and the lower element shall measure two [inches] by four inches. The
bottom railing shall measure two [inches] by four inches.

Wooden porches, stoops, and balconies shall provide top and bottom horizontal members on railings. The top railing shall consist of two

X
P
N

ompletFront porches and front stoops of principal buildings shall face and be parallel to the front lot line or build-to line.
Select Porch and stoop foundations shall be enclosed.
Front and side porches and stoops shall not have unpainted, unstained or otherwise untreated or exposed pressure treated lumber along the
Comp building line that abuts a public right-of-way.
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X

O
X
X
X
O
X
P
X
X

Balconies shall have not less than two clear unobstructed open or partially open sides. Partially open is to be constructed as 50 percent open
N/A or more. The total combined length of the open or partially open sides shall exceed 50 percent of the total balcony perimeter.
Stoops and porch[es] shall be a minimum of two feet and a maximum of four feet from grade to the top of the stairs, unless existing
omplettopography is greater.
Comp Stoops shall provide a minimum top landing of four feet by four feet.
ompletStoop stairs and landings shall be of similar width.
ompletStoops may be covered or uncovered.
Select When provided, porches shall have a minimum clear depth of eight feet from building facade to outside face of column.
Select Front porch widths shall be between 80 percent and 100 percent of the adjacent facade.
Select Side porch widths (including wraparound porches) shall be between 25 percent and 100 percent of the adjacent facade.
Select Enfronting porches may have multistory verandas, living space, or balconies above.
Select Porch columns shall be spaced a maximum distance of eight feet on center.

P

Select Front porch columns shall have foundation piers extending to grade.
Select All porches shall be covered.

X

Select

X
X

Select Enfronting balconies shall have a minimum clear depth of four feet.
Select Enfronting balcony widths shall be between 25 percent and 100 percent of the adjacent facade.

X

Select Balconies may be covered or uncovered.

X

Enfronting balconies are only permitted on attached or detached one-family home facades when porches are not provided on said facades.

STAFF COMMENT:

(g)

The proposed plans replace existing asbestos siding with cement-based siding on the second story but retain existing painted
concrete block on the first story. Concrete blocks are not a permitted façade material.
The structure is built on a slab foundation and has no simulated foundation.
It is unclear if exterior stairs leading to the porch will be replaced. If so, the applicant should ensure the stairs have enclosed
risers.
Porches may not be enclosed with screens or other materials that hinder visibility. The proposed porch is screened, which is not
compliant.
The applicant should provide the proposed materials used in the porch and attached stairs, ensuring they are stained wood,
stone, brick, or ornamental metal.
Stoops and porches shall be a maximum of four feet from grade to the top of the stairs. A second story porch is not compliant.
Porches must have a clear depth of at least 8’. The proposed porch has a clear depth of approximately 7’, which is not compliant.

Door and window standards.
Select The main entry door to enfronting principal buildings shall face, be visible from, and be accessible from the adjacent public sidewalk.
O
Select The main entry door to all uses shall be linked to the sidewalk via a pedestrian walkway or wheelchair access.
O

O
X
N
N
N
O
X
X

Building numbers at least six inches in height shall be located above or beside the street-facing pedestrian entrance, or above or beside the
Select stairs accessing a front porch.
Select Doors that operate as sliders are prohibited along enfronting facades.
Window panes shall be recessed a minimum of three inches and a maximum of eight inches from the adjacent facade, except on frame
Select houses, on which panes shall be recessed a minimum of two inches.
Where windows lights are utilized they shall be true divided lights, simulated divided lights, or one-over-one lights. Grids-between-glass
Select (GBGs) are prohibited.
Select Window trim shall not be flush with the exterior facade and shall provide a minimum relief of one-quarter inch or greater.
Select Where used, window shutters shall match one-half the width of the window opening.
Select Painted window or door glass is prohibited.
Enfronting windows and door glass (except on churches and fire stations) shall utilize clear glass or tinted glass. Tinted glass shall have a
Select transmittance factor of 50 percent or greater and shall have a visible light reflectance factor of ten or less.

P

Windows shall be provided for a minimum of thirty (30) percent and a maximum of 50 percent of the total street-facing facade of the principal
Select building, with each facade and story calculated independently.

P

Select

N

Wood trim between four and six inches wide shall surround windows of wood frame structures. Windows grouped together shall have center
Select mullions two inches wider than the side trim.

Street-facing window units shall not exceed 28 square feet with minimum height of three feet, with the exception of transoms and fan lights.
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N

Select Sills shall be of masonry, wood, stone, cast stone, or terra cotta.

STAFF COMMENT:

The main entry door is not accessible by and connected to the adjacent sidewalk/street by a pedestrian walkway.
Building numbers at least six inches in height adjacent to the front entrance should be shown on plans.
The applicant should ensure windowpanes are recessed between 2” and 8” from the adjacent façade.
The applicant should ensure no grids-between-glass are utilized.
The applicant should ensure window trim provides a minimum relief of ¼” or greater from the exterior façade.
Window shutters must match one-half the width of the window opening.
The applicant should ensure windows have wood trim between 4” and 6” wide.
Center mullions must be 2” wider than the side trim.
The applicant should ensure windows have sills made of masonry, wood, stone, cast stone, or terra cotta.

(h) Detached one-family dwellings/ two-family dwellings . In addition to the requirements of subsections (a) through (g), the following shall apply to
detached one-family dwellings and two-family dwellings.
O

First Stories . First stories shall be elevated above the grade between two and four feet, unless existing topography is greater or unless
Select wheelchair access is desired and cannot be provided from the side or rear.

N

Window Sills. Enfronting first story window sills should be no less than two and one-half feet and no more than three and one-half feet above
Select finished floor elevation.

X

O

Wheelchair access . Where practical, wheelchair access, when provided, should be installed at the side or rear of the home in order to preserve
N/A the architectural character of the primary facade.
Architectural style . Architecture is one of the most critical components of place, and nowhere is this more evident than on building facades.
The design and character of street-facing facades is a reflection of both buildings and their users, and must be carefully considered for its
impact on the overall sense of place.

STAFF COMMENT:

X

House is built on a slab foundation. The first story is not elevated between 2’ and 4’ above grade.
The dwelling does not match any recognized historical architectural style.
The scope of the proposed work does not include changes to the structure of the building.
The applicant should ensure enfronting first story windowsills are between 2’-6” and 3’-6” above the finished floor elevation.

Outbuildings. In conventional development, outbuildings are often designed and located as an afterthought. Yet in traditional towns and
cities, outbuildings serve to enrich the quality of design through their placement, design and use. In Hapeville, where outbuildings are
provided on many residential lots, their design must be to the same high standards found in the community's neighborhoods.
The following standards shall apply to construction of new outbuildings in residential districts.
i. On lots with one street frontage, set outbuildings back at least 15 feet behind the front facade of the principal building.
ii. On corner lots, outbuildings should be setback at least 15 feet behind the front facade of the principal building and with a setback greater
than or equal to that of the facade along the side lot line.
iii. Outbuilding may be linked to the principal building with covered walks, trellises or enclosed breezeway.
iv. Outbuildings shall be of compatible material and architectural style to the principal building.
v. Outbuildings shall have a minimum height of 14 feet and a maximum height of that of the principal building or 25 feet, whichever is less.
vi. Outbuildings shall be set a minimum of ten feet from any other outbuilding on adjoining lots.

STAFF COMMENT:
RECOMMENDATIONS
Sec. 81-1-5. Applicability
Upon review of the information provided by the Applicant, the following items have been found to be missing or deficient and should be addressed prior to
formalizing a recommendation:

Page 5

The project is a remodel of an existing structure. Plans do not include changes to placement or height.
The property does not have an existing sidewalk.
The current structure does not have a light at the front door.
The property does not have a driveway. Access is via a curb cut shared with a neighboring property and parking takes place in the supplemental area.
The proposed plans replace existing asbestos siding with cement-based siding on the second story but retain existing painted concrete block on the
first story. Concrete blocks are not a permitted façade material.
The structure is built on a slab foundation and has no simulated foundation.
It is unclear if exterior stairs leading to the porch will be replaced. If so, the applicant should ensure the stairs have enclosed risers.
Porches may not be enclosed with screens or other materials that hinder visibility. The proposed porch is screened, which is not compliant.
The applicant should provide the proposed materials used in the porch and attached stairs, ensuring they are stained wood, stone, brick, or
ornamental metal.
Stoops and porches shall be a maximum of four feet from grade to the top of the stairs. A second story porch is not compliant.
Porches must have a clear depth of at least 8’. The proposed porch has a clear depth of approximately 7’, which is not compliant.
The main entry door is not accessible by and connected to the adjacent sidewalk/street by a pedestrian walkway.
Building numbers at least six inches in height adjacent to the front entrance should be shown on plans.
The applicant should ensure windowpanes are recessed between 2” and 8” from the adjacent façade.
The applicant should ensure no grids-between-glass are utilized.
The applicant should ensure window trim provides a minimum relief of ¼” or greater from the exterior façade.
Window shutters must match one-half the width of the window opening.
The applicant should ensure windows have wood trim between 4” and 6” wide.
Center mullions must be 2” wider than the side trim.
The applicant should ensure windows have sills made of masonry, wood, stone, cast stone, or terra cotta.
The applicant should ensure enfronting first story windowsills are between 2’-6” and 3’-6” above the finished floor elevation.

Additionally, as the project includes the removal of asbestos siding, the applicant must ensure all work meets environmental safety standards.
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Michael Miles
831 Custer Street
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